
Application

Specifications

Materials

Spillway width dimensions: 200 mm to 2600 mm 

Adjustable height:        50 mm to 1000 mm 

Operation method: Manual or Actuated

Operation point: Standard KWT “half-moon” connection

Movement mechanism: Patented spindle/rack drive system. 

Larger dimensions on request.

ADJUSTABLE WEIRS

PATENT

Moving plate: SS316L

Spindle: SS316

Wire block: Gbr12

Bearing: Ball bearings

Wall plate: HDPE

Seals: EPDM

Mounting material: SS316

Other materials on request.

E-mail: kwtwaterbeheersing@kwtgroup.nl 
www.kwtgroup.nl

Tel: +31 (0)321 33 55 66      
Fax: +31 (0)321 33 55 76    

KWT® Weir penstock type: KOS-GL

The latest KWT weir penstock is a revolutionary product 
within our already popular weir penstock range. This is 
partly due to modernised and patented drive technology, 
making it a unique product in the market. The KOS-GL is 
supplied as an alternative to the KOS I and KOS II, as it 
does not require a top bridge.
Larger constructions in water management are often 
driven on two sides by, a spindle or a rack. This is 
necessary to prevent the structure from jamming due to 
uneven drive pressure. The KOS-GL however is driven 
on one side, with the new system transferring the drive 
evenly to both sides. This not only prevents jamming, but 
also allows the KOS-GL to operate without obstructing 
the flow. 

The weir is, for example, ideal for use in covered 
concrete pits since a bridge, gearboxes and couplings are 
not required, making the build height very low. An added 
bonus is that the KOS GL can be used in navigable 
channels and sewage works, as it does not obstruct the 
flow. 

Operation

Robust, compact design.

No top bridge- low build height.

No gearboxes.

Even transmission of drive, prevents jamming.

No obstruction to the flow.

The KOS-GL is equipped with special hoisting points on 
the back frame and on the moving plate.

Benefits

KWT adjustable weirs are available in various types and 
are widely used in sewerage and surface water systems. 
The KOS GL is an ideal way of penning and accurately 
adjusting water levels, without obstructing the flow. 



Overflow weir, type KOS-GL
Manufactured by: KWT Waterbeheersing
Materials: SS316L, HDPE and EPDM
Overflow width: Min. 200 mm to max. 2,600 mm
Adjustable height of rise: Min. 50 to max. 1,000 mm
Overflow beam: 200 mm
Operating pressure: on/off seated 
Provided without a bridge and/or other spanning components with a single linear drive in combination with an 
automatic mechanical tracking device which have been positioned outside the flow area. If a spindle is used, it must be 
completely screened off from the medium to ensure contamination and/or corrosion is not possible. 

Description for tenders

®
KWT  Biddinghuizen

VCA 286*

examples
b x  h A B C E
mm. mm. mm. mm. mm.

b+185 h+285 h+185 h/6
200 x 50 385 335 170 235 8 21 18

500 x 500 685 785 170 685 83 23 55
1000 x 500 1185 785 170 685 83 25 68

1000 x 1000 1185 1285 170 1185 166 35 112
1500 x 500 1685 785 170 685 83 28 85

1500 x 1000 1685 1285 170 1185 166 43 138
2000 x 500 2185 785 170 685 83 30 102

2000 x 1000 2185 1285 200 1185 166 50 166
2600 x 500 2785 785 190 685 83 34 125

2600 x 1000 2785 1285 240 1185 166 60 204
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KWT® Weir penstock type: KOS-GL

KWT reserves the right to modify the design without prior notification


